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Giris

Kiicik boyut, daha hafif tasarim ve diisiik gii¢ tiiketimi, otomatik giidiimli araglar
(AGV'ler) gibi akiiyle/pille galisan sistemlerin caligma siiresini uzatir. OS32C lazerli
giivenlik tarayic1 carpisma Onleme, engel varligt ve mesafe ihlali algilama
uygulamalarinda bu gerekliliklerin tiimiinii yerine getirir. Tan1 LED ekranlarla net

bicimde iletildigi i¢in bakim da kolaylasir.

e Tip 3 Lazerli Giivenlik Tarayic1 IEC61496-1/-3 ile uyumludur

e 70 setlik giivenlik alan1 ve uyar1 alan1 kombinasyonu

e 4 m'ye kadar giivenlik alan1 ve 15 m'ye kadar uyar1 alani.

e 8 ayr1 boliim gostergesi ve net durum bildirimi i¢in ¢esitli LED'ler

e Referans sinir fonksiyonu tarayict konumunun yetkisiz bigimde degistirilmesini

Onler.

IP Adresi Bulma

Oncelikle bilgisayar IP adresi ayarlar1 asagidaki resimdeki gibi olmalidir:

1T ﬁ' » Control Panel » All Control Panel ltems > Metwork Connections (<] Search Ne... 0 F
Organize * Disable this network device Diagnose this connection Rename this connection Change settings of this connection g + [N o i
.—. Bluetooth Network .-'. Ethernet L_'. Wi-Fi
| Connection “==r= _ Metwork cable unplugged S o eu.omron.net
¥ Not connected % @ Intel(R) Ethernet Connectio... il Intel(R) Dual Band Wireless...
Networking  Authentication  Sharing 1

Jitems  1item selected

Connect using:

I? Intel{R) Ethemet Connection (4) 1219-LM

Configure:
3 } ) General  Alternate Configuration
This connection uses the following tems:
?Chem for Microsaft Networks ~ ‘You can get IP settings assigned automatically if your network supports
F ) ) this capability. Otherwise, you need to ask your netwark administrator
E]F\Ie and Printer Sharing for Microsoft Networks for the appropriate IP settings.
IEQOS Packet Scheduler
’IEJAI GigE Vision Fitter Driver |
Obtain an IP address automaticall
5 ) piper Netwade Seri @ Y

& Intemet Protocol Version 4 (TCP/IPu4) (O Use the following [P address:

= oo |
‘ > e
Ingtall... Uninstall Properties l:l

Description

Transmission Control Protocal/Intemet Protocol. The default (@) Dbtain DNS server address automatically I
wide area network protocol that provides communication

across diverse interconnected networks. (O) Use the following DNS server addresses:

]
I

Advanced...

Cancel

|
0K Cancel Validate settings upon exit

“At work for a better life, a better world for all...”



[Omron Teknik Destek] Alan Tarayic’mn IP Adresini Ogrenme

Alan Tarayicisi’na enerji verirken, cihazi DP(DHCP) modda agmak gerekir. DP modda
a¢mak i¢in, enerji verdikten sonra siyah kablo once gii¢ kaynaginin (+) ucuna 2-3 sn kadar
degdirilir ve ardindan hemen (-) ucuna 2-3 sn kadar degdirilip ¢ekilir. OS32C ekraninda
“dp” yazar ve alan tarayict DP moduna ge¢mis olur. Daha sonra bilgisayara bagli OS32C
programlama kablosu ¢ikarilip tekrar takilir.

Bu islemler sonrasinda OS32C bilgisayara rasgele bir IP adresi atar ve asagidaki
“Discover” ekrani belirir. Bu IP adresi se¢ildikten sonra “Connect” butonuna basilir ve

0OS32C alan tarayicisina OS32C Configuration Tool ile baglanilir:

File Edit View Configuration Reference Boundary Utilities
OEEHE| @4~ 0| Foegound: v|  zoneset v
s RENS ‘n._'J-“fu.f|ﬁ€:-’£.“f3.'Jl|?|‘ N=NE

Discover Sensors

Configuration Tool wil discover all sensors that are attached to the
network. Make sure that sensors are connected to the network and
are powered on.

The PC and the sensor should be powerad-on for one minute to
obtain IP addresses.

Press Cancel if you choose to work off line; you will not be able to
communicate with sensors in this mode.

Local IP address: 169.254.205.224 ~

Continue to Logon screen

Continue I [ Cancel
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Alan tarayici baglantis1 basarili sekilde saglandiktan sonra asagidaki resimdeki gibi ilgili

boliimden IP adresi 6grenilir ve bilgisayarda bu IP adresine gore ayarlar yapilir:

File Edit View Con
=I=1=F= - E
T3 xli@szwl#oc| B LEB

ation  Reference Boundary  Utilities

| Foreground: ~||  Zoneset: -

v Sensors
v @ es.547.15
- DHCP: Enable

Sensors found. Cick OK to continue.

Sensors
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