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Emniyet Sensorlerinde Kayar Korleme :

Emniyet Sensorlerinde korleme ayarini yapabilmek i¢in oncelikle asagidaki maddelere

dikkat etmek gerekir:

e Emiter ve Receiver birbirini mutlaka gormelidir.
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Led konumlar1 asagidaki gibi yanmalidir :

Stable : Yesil

12. ON/OFF indicator (Green/Red)

13. Communication indicator (Green)

14. Bottom-beam-state indicator (Blue)
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11th beam
10th beam

5th beam
4th beam

B F3SG-RE Series

2. Operating range indicator (Green)
3. Power indicator (Green)
4. Lockout indicator (Red)
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Korleme yapilirken alttan ve iistten ilk iki 1g1n hari¢, minumum 3 1s1n kullanilabilir.

}Allowable beam (10th and 11th beams)

Fixed Blanking zone (4th to 11th beams)

}Allowable beam (4th and 5the beams)

e Asagidaki maddelerden biri olursa, korlemeye izin verilmez :

e Fig. 1 de goriildiigii gibi tiim beamler korleme olarak kullanilmak istenirse,

e Fig. 2 de goriildiigii gibi alttan ve iistten birer beam hari¢ tiim beamler kullanilmak

istenirse,

e Fig. 3 de goriildiigii gibi ilk ti¢ ve son ii¢ 151n kullanilmak istenirse,

e Fig. 4 de goriildiigii gibi sadece 2 151n kullanilmak istenirse,
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e Fig. 5 de goriildiigii gibi iki adet korleme alan1 olusturulurken iki cisim arasinda 2

beamlik bir bosluk birakilmak istenirse,

Upper Upper Upper Upper  Upper Upper  Upper Upper  Upper Upper

—_— —_— = plhin

-

—_— = i

Lower Lower Lower g Lower Lower Lower Lower Lower

Fig. 1 Fig. 2 Fig. 3 Fig. 4 Fig. 5

2. Dip switch ayarlar1 da Receiver’da 5 ve 8 numarali dipswitch “ON” 6 numarali dipswitch

ise “OFF” olmalidir.

O: Indicates a switch position.

i ) Setting L Functional
Position Function Description .
DIP-SW1 DIP-SW2 Details
Scan Code A (factory default
1 (I oN 1CION | coting) 24
1 Scan Code
{EECJon | iEEEJon |ScanCodeB 2-4
External Device Monitoring (EDM)
) External Device 2 oN 2CION | piapied (factory default setting) | = '
Monitoring (EDM) External Device Monitoring (EDM)
2l JonN 20N | papied M
3 CHEE oN 3l ON Auto Reset (factory default setting) .
4 (I ON 4 (M ON
JEECIon | oEEEJon EMMaResst .
sCHEMoN | +[EEmon |(StrtRestartinteriock)
3.4 Interlock/Pre-Reset .
sCHEon | o[EEMon |PreReset 510
4l oN 4+l oN
Auto Reset (same as factory default
s donN sHEEoON | setting) 2.9
4 EION 4EION
5 CHEM oN 5 CHEM ON BI?-tr_lklng Disabled (factory default ]
cCHEMoN | ocCEEEon |9
s Il on s Il on Fixed Blanking Enabled o5
e Fied Blanking/ o (T oN ¢ (T oN
' Floating Blanking 5 CHEl ON 5 I ON Floating Blanking Enabled
2-16
6 Il on ¢ Il on
Blanking Disabled
5 ] oN 5 ] oN (Same as Blanking Disabled -
¢ Il Jon 6 EIION | actory defautt setting))
7 CHEE on 7 CHE oN PNP (factory default setting) 2.5
7 PNP/NPN Selection NPN
7HEEonN 7 oN 25
DIP Switch/ o I ON o I ON E;Ei:\f\;ltch Enabled (factory default See balow.
8 Configuration Tool 9
Selection s IR oN o ] ON Configuration Tool Enabled See below.
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3. Oncelikle Bluetooth iizerinden emniyet sensoriine baglamlir. Bu baglanti “Emniyet
Sensorlerinde  Sabit Korleme” Dokiimaninda anlatilmistir.  Bu  dokiimanimiza

“https://destek.omron.com.tr/makale_kitapligi/” adresimizden ulasabilirsiniz.

Bu islemler yapildiktan sonra emniyet sensoriin PC {izerinden baglanabilmis olunur.

9 ¢

4. Daha sonra SD Manager 2 programi agilir; ilk gelen ekranda sensdre hangi “comport” ‘tan
PC’ye baglanildiysa direk asagidaki ekran belirir ve “Ok” butonuna basilarak SD Manager

2 konfigurasyon ekrani agilir:

Communication is not established. Select a COM port.

COoM20 v

Offline OK

[E] SD Manager2
File Account Language Help

Target Operating
@ Top Bagt: sensor state

System Information Statistics Maintenance

Response time(ms): 8 Information Information Recovery
# of connections: 1 O
Channel 1
Model: F35G-4RA0160-14
Serial Number: D0976X15
# of beams: 15

Detection capability:-13mm Incident Light/ Operating Status Muting Statistics Maintenance Setting Recovery
Ambient Light Monitoring Information Information

1/0 Setting

ol

Interlock/ Auxiliary output /
External device Lamp output
monitoring

Function Setting

Fixed blanking Muting/Override Pre-Reset

Reduced Warning zone Response Time
Resolution Adjustment
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5. SD Manager 2 programina baglanildiktan sonra programin {iistiindeki “Toolbar” ‘dan

butonuna basilarak admin hesab1 olarak girig yapilir:
[=] Login X

Select an access level for login,

® Operator Level
O Administrator Level

Enter your password.

Cancel

Not: “Password” dort adet 0°dir.

Recovery
N

Setting Recovery

6. Bu islemden sonra oncelikle emniyet sensorii sekmesinden “Reset to

factory default settings” butonuna basilir ve fabrika ayarlarina dondiiriiliir.

Execute setting recovery

Select this if you want to recover factory default settings.

10:Recovery to factory default setting was successful.
9:Recovery to factory default setting was successful.
8:Reading setting parameters was successful.

7:You have logged in successfully.

Reset to factory default settings

7. Daha sonra programin ana ekraninda “Function Setting” meniisiinden kayar kdrleme i¢in

“Floating Blanking” boliimiine girilir:

“At work for a better life, a better world for all...”



[Omron Teknik Destek]

[E] SD Manager2
File Account Language Help

Top page

System Information
Response time(ms): 8
# of connections: 1
Channel 1
Model: F3SG-4RA0160-14
Serial Number: D0976X15
# of beams: 15
Detection capability: 14mm

Maintenance

Monitoring Information

Incident Light/
Ambient Light

Maintenance
Information

Operating Status
Monitoring

Muting Statistics
Information

1/0 Setting Lamp Setting

o' S

Interiock/ Auxiliary output /
External device Lamp output
monitoring

Function Setting

Reduced Warning zone
Resolution

Response Time
Adjustment

Target -
sensor 1(H

SD Manager 2’de F3SG-RA_RE Kayar Korleme

RSN Setting state

Setting Recovery

8. Daha sonra sonra kayar korleme “Enable” segenegi segilerek aktif edilir ve arkasindan

kag 1ginda kag tane 1s1nin korlenecegi segilir. Asagidaki resimde 6rnek olarak herhangi bir

5 1sinda 1 1s1n1n korlenecegi secilmistir:
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9. Dabha sonra yapilan konfigurasyon emniyet sensoriiniin i¢ine aktarilmasi i¢cin SD Manager

al
2’de toolbar’dan ” butonuna basilarak agagidaki adim izlenir:

= R

Fixed blanking Drsable

Fixed blankingDisable

Eottom beam:1
Top beam:16

Floating blanking mode-Sequential beam mode
# of fioating beams:S

# of aliowable beams:1

Floating blanking montonng-tockout

Temporanty Drsabie Montonng FunctionDisable

Monitonng temporanty disabled time kmit (s)10
Muting€nable
Muting mode:Standard Muting

Not: Programda yapilan tiim degisiklikler onay ekraninda sar1 renk ile gosterilir.
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