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[Omron Teknik Destek] NB HMI ile CP Serisi PLC Arasindaki
RS232 Haberlesmesi

1. Baglant1 YOontemi

NB Designer acilip yeni bir program olusturularak PT kismindan kullanilan NB HMI, PLC
kismindan OMRON CP1H/L/E segilir.
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2. Baglant1 Semasi

9 pinli RS232 baglanti kablosu semas: :
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CP PLC iizerinde seri port yoksa CLPW-CIFO01 option board kullanilmalidir. Kablo hazirlanmak
yerine satin alinmak istenirse kablo kodu XW2Z-200T dir.
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3. HMI Ayarlari

‘Project Structure Window’daki ekrana ¢ift tiklayarak HMI Ayarlart agilir. COM1 Setting
sekmesinden Type, Baud Rate, Data Bit, Parithy Check ve Stop Bit ayarlar1 yapilir. Ayarlar
yapildiktan sonra ekrana ytiklenir.

PT property X
System Information Setting ] Securty Level Setting ] User Permigsion Setting ] Event History Setting ]
PT | Task Bar | PT Extended Property

Print Setting COM1 Setting l COM2 Setting ] Extemal Memory ]
Type R5232 v PLC Communication Time Out 3
Baud Rate 95600 - Protocel Time Out 1{ms) 50
Data Bit 7 - Protocol Time Out 2{ms) 3
Parity Chedk cven . Max interval of word block pack 16
Mazx interval of bit block pack 64
Stop Bit 2 ©
Max size of word block package 32
" Broadcast 65535
Max size of bit block package 128

Use Default Setting

0K | Cancel
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4. PLC Ayarlar

‘Project Structure Window’daki PLC’ye ¢ift tiklanarak PLC property’den Station Number

ayarlanir.

PLC property *

PLC

Station Number

QK I Cancel

CX-Programmer’dan solda bulunan Settings kismindan port ayarlarinin yapilmasi

gerekmektedir. Bu ayarlar ekran kismiyla ayni olup eslesmek zorundadir.
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&5 PLC Settings - NewPLC1 = X
File Options Help
Startup | Settings | Timings | Input constant Serial Port 2 | Peripheral Service | Buitin Input | £.4 [
~CEMMUNESINE SEng )  Link Words
¢ Custom Baud Format Mode
{9600  ~| [72E | | |Host Link ~I}| [10defauty  ~|
— Start Code ~EndCode ——— P Link Mode—
(% Disable {* Received Bytes |255 3: & ALL
" Set <0000 = " CRLF € Master
" SetEndCode |QX{}E‘0D AEI
— Response Timeout — (~ Unit Number ~Delay ~NT/PC Link Max — ~ PC Link Unit No.
i =] =l : =
FHwm|| FE || Fo|| ;7 || £
(default 5000ms)

|CPIL-EEM |Offline

PLC’deki ayarlar yapildiktan sonra program PLC’ye atilirken Settings kisminin tikli olmasina
dikkat edilmelidir. Ayrica ayarlar degistirilip yiikklendikten sonra PLC’nin kapatip agilmasi
gerekmektedir.

Download Options X

PLC: NewPLC1
Include: Cancel I
% Program(s)

= Symbols

Comments Transfer Al |

(22 Program index

~ Symbols, Comments, Program index

Transfer To/From: IComment memory v I

& Transfer files of all tasks

€ Transter files by the task

[V Clear program memary
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