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Giris

NB designer’da VNC 6zelligi NB ekranlardaki programi uzaktan PC, akilli telefon vb.
cihazlarla kontroliinii saglar. VNC 06zelliginin kulanilabilmesi i¢in bir VNC programi

edinilmelidir. (VNC Viewer vb.)

Versiyon Uyumlulugu ve Firmware Update

NB ekranlarda VNC server ozelliginin kullanilabilmesi i¢in NB Designer ve NB
ekranin firmware’i giincellenmelidir. VNC 6zelligi i¢in en az NB-Designer 1.461

versiyonu yiklenmelidir.

Asagidaki linkteki sayfada NB Designer giincel versiyonlari bulunmaktadir:

https://industrial.omron.com.tr/tr/products/nb#downloads

NB ekran firmware giincellemesi i¢in, NB ekranin arkasinda bulunan DIP switchler

enerji yok iken “Downloader Mode” a alinir ve enerji verilir.

(SW1: ON ve SW2: OFF yapilmalidir.)

® DIP Switch

NBSCQ/NB7W only has 2 switches SW1 and SW2, while for the NB3Q and NB10W, there are totally 4
DIP switches, and for all models, SW1 and SW2 feature the same functions. The settings and
corresponding operating modes are as follows:

oN JON sSWi1 sSwz2 Operating modes
DD T ON ON Systern Setting Mode
1 92 OFF ON Calibrate Mode
ON OFF Downloader Mode
OFF OFF User Project Mode

Daha sonra “NB Manager” lizerinden Firmware giincellemesi yapilir.
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1. Ethernet lizerinden baglaniliyor ise “Set” butonundan IP Address ayarlar1 yapilir.
2. Write Setting boliimiindeki “Write Kernel” yiiklemesi gerceklestirilir
3. Write Setting boliimiindeki “Write Rootfs” yliklemesi gergeklestirilir.

Not: Bu yiiklemeler yapildiktan sonra enerji kapatilarak DIP switchler tekrar “OFF”
yapilir (User Project Mode). Daha sonra cihaz tekrar ¢alistirilir.
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VNC Kullanimi

NB Designer’da projedeki HMI iizerine ¢ift tiklanarak PT property penceresinde PT
alanindaki Enable VNC secenegi aktif edilir ve sifre belirlenir.

PT property =
System Information Setting I Security Level Setting I Lser Permission Setting I Ewvent History Setting
Prirt Setting | COM1 Setting | COM2 Setting | Extemal Memary
PT Task Bar | FT Extended Property
~ Metwork. Setting
IP Address . 168 . 250 . 2 | Communication Setting |
Subnet Mask | 255 . 255 . 255 . D Default Gateway | 0 . 0 . 0 . D

~ Display Setting

% Horizontal
Display mode |

Field Bus Setting |

= Vertical
¥ Enable VNC—{
mlsword: 838888 ™ Enable Multi Access
Operation Mode Password: 888888

T~ Enable FTP

Password: 888838

Save Screenshot to External Memory
& usB1

Description I

oK | Cancel |

NB Designer’da hazirlanan program Tools\Download segenegi ile program HMI’a

yiiklenir.

Tools | Option WWindowr Help

L4 Compile Ctrl+F7 et
Ef8 Recompile I
4 Clear Compiled Result cCtri+E o
IC’ Dowwnload I ctri+-Dr

B Transmission Setting Al+F7 I
= Offline Test Fs

== Indirect Online Test Shift+Fs

Direct Online Test Ctri+Fs

Syestem Manager

PT Mersion Setting
Recipe Editor

Upload Recipe
Drowwnload Recipe
Upload Logo Screen
Download Logo Screan

Upload

1 Decompie
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Daha sonra bir VNC Programi (6rnegin VNC Viewer) ile IP adresi ve sifre girilir ve

baglant1 saglanir.
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