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Giris

‘Slave Applicaiton Error’ Nasil Kaldinuir?

NX-ECC’de olusan ‘Slave Application Error’un farkli nedenleri olabilir. Boyle bir neden

yazilim ve donanim arasindaki uyumsuzluktan kaynaklanabilir. Hatalarin resetlenmesi bu

hatay1 ortadan kaldirmaz.

Troubleshooting Penceresi

Sysmac  Studio’da  olusan hatalar

Troubleshooting pencesini a¢manin

iki

Troubleshooting  penceresinde  goriintiilenir.

yolu vardir. Tools/Troubleshooting veya

Troubleshooting ikonuna tiklanarak agilabilir. Troubleshooting penceresinin agilabilmesi igin

kontrolciiye online olunmasi gerekir.
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‘Slave Application Error’ Troubleshooting penceresinde asagidaki gibi goriiliir. Pencerenin
sag altinda bulunan ‘Reset All’ genelde ¢ogu hatay1 sifirlamak i¢in kullanilir. Fakat bazi
durumlarda hatanin sifirlanmasi i¢in hatanin kaynaginin bilinmesi gerekir. ‘Slave Application

Error’ ‘Reset All’ ile sifirlanamaz.

i Toubeshooting 2 lole e

| - Select the Display Target | L ISource Details! Event Name Event Code | |
| Minor fault | - aster| NodeNo.1 Stz tion Error | Oxi 00
AMinor fault EtherCAT Master Node No.1  Slave Application Error  0x84280000

Slave initialization failed.

[Cause]

(1) An error occurred in EtherCAT master processing.

(2) An initialization error occurred in the EtherCAT slave.

(3) An initialization error occurred in the EtherCAT Coupler Unit.

Attached information 1 0x0500
Attached information 2 3

Attached information 3 (00000000
Attached information 4 0x00000000

Display Switch

Slave Application Error Kaldirilmasi

‘Slave Application Error’un kaldirilmasi i¢in oncelikle NX-ECC20X ethercat modiiliine
iistiinde bulunan USB girisinden direk bilgisayara baglanilmasi gerekir.
Configurations and Setup / Ethercat / Nodel:NX-ECC20X’e ¢ift tiklayarak o node’un

penceresi acilir.

Multiview Explorer -~ 0 . Model : NX-ECC203 (ECO1) II

new_Controller 00 ‘ l ‘
-
i

Ll Configurations and Setup
“To improve lives and contribute to a better society”

¥ & EtherCAT

v

Unit 1 : NX-1D54+
Unit 2 : NX-0D3:2
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Unit 4 : NX-DA3E




[Omron Teknik Destek] ‘Slave Applicaiton Error’ Nasil Kaldinuir?

Node’a sag tiklayarak Coupler Communication (USB) / Online segilir. Bu sekilde

bilgisayardan ethercat modiiliine direk baglant1 saglanir.
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Bilgisayar ile modiil arasindaki baglant1 saglandiktan sonra modiiliin lizerine sag tiklanarak

‘Clear All Memory’ segilir. Bunun aktif olmasi i¢in modiile online olunmasi zorunludur.
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‘Clear All Memory’ dedikten sonra agilan pencereden ‘Coupler + NX Units’ segilir. Daha

sonra sag alttan Execute secilir.

- -
Clear All Memory for Coupler @

r~Clear All Memory

Initializes the applicable area in the connected Controller.

(excluding the protected Units)

Confirm the area to be initialized and click the Execute Button.

The Units will be restarted after dlearing the memory. I/O communications with the communications master will be stopped by this operation.
Area Selection for Coupler

O Coupler + NX Units
@ Coupler only

Device name: E001

Modek NX-ECC202

Area: Unit configuration information
/O allocation information {when the Unit has the applicable data)
Unit operation settings (Communications Coupler and all NX Units)
Unit application data (of all NX Units that have the applicable data)

l Clear the event logs

Execute Cancel

Bu islemden sonra NX-ECC20X ethercat modiilii default ayarlarma sifirlanir ve Slave

Application Error kaldirilir.
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